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Technical Data

Cold Work Grinding Tool

ATEX 2014/34/EU Approved

IECex Approved

Ex II 2GcIIAT3 

Ex II 2GcIIAT3 이란? 

Ex  =  Atex Directive 2014/34/EU (유럽연합�방폭�지침)

II = 폭발�위험이�있는�지역에서�사용하는�표면�처리�기기�그룹
2 = Category 2. = Zone 1 = 잠재위험�지역�사용�가능

G =  가스폭발물질
c =  전자기기에�속하지�않음  = 공압식
IIA  =  폭발가스�그룹 

T3  =  Temperature class  /  T3 : max surface temperature 200도

Zone 1 = 일반적�작업에서�폭발이�일어날�수�있는�가능성이�있는�대기�지역 = 잠재위험지역
Zone 2 = 일반적�작업에서�폭발이�일어날�가능성이�적은�대기�지역 = 제한적위험지역  

Acetone, Ammonia, Amyl acetate, Aniline, Benzene, n-Butanol, n-Butyl acetate, Carbon monoxide, Cumene, Cyclohexane, 
Cyclohexanol, Cyclohexanone, p-Cymene, o-Dichlorobenzene, 1,2-Dichloroethylene, Diethylamine, Diethylaminoethanol, 
Dimethylamine, Ethane, Ethanol, Ethyl Acrylate, Ethyl Formate, n-Heptane, n-Hexane, Hexanol, Kerosene, Methane, Methanol, 
Methyl Merthacrylate, Methylamine, Monoethanolamine, Naphtha, Nitroethane, Nitromethane, n-Nonane, Nonyl Alcohol, 
n-Octyl Alcohol, 1-Pentanol, Propane, 1-Propanol, Pyridine, Styrene, Toluene, Triethylamine, Vinyl Acetate, Xylene

Atex = Atmosphere Explosive (방폭기기지침)


